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 Solutions in spill Control                                Product Data Sheet 

 

Product:  Universal Premium 2-ply Pads and Rolls (spunbond cover) 
Model Number: BP12G 
Mfg Number:  PHGS100 
  
Description 
 

Product Family: Bonded Meltblown Pads 
Structure: 2 ply / meltblown & spunbond 
Composition: 100% polypropylene 
Technology: meltblown polypropylene extrusion  
 
Size 
 

Dimensions:                             15" x 19" / 38.1 x 48.3cm 
Items Per Package: 100 
Quantity per Pallet: 30 
Shipping Weight (lbs/kg): 14 / 6.4 
Nominal Weight Class:  
 

Performance 
 

Fluids Absorbed: UNIVERSAL (all non-aggressive fluids & most acids and bases) 
Absorbency Rate (gal/liters): 28 / 106 
 

Other 
 

Bonding:  
Color: gray 
Package Type: Poly Bag 
Harmonized Code: 5603.14.0000 
Box Size: n/a 
 

Product Description 
Heavy-duty 2-PLY BONDED PADS are great economical alternatives to our premium 3-ply sorbents. One side is 
covered with a thin layer of spunbond, which is smooth and abrasion-resistant. Absorb most fluids, including oil, water, 
hydraulic fluids, glycols, etc. Perforated for waste minimization, tear off what you need for small tasks. 
 

 
 
Regulations and Compliance: 
 
 
40 CFR 263.31 - Transporters, "must clean up any hazardous waste discharge that occurs during transportation…so 
that the hazardous waste discharge no longer presents a hazard to human health or the environment." 
40 CFR 263.30(a) - In the event of a spill, transporters must, "take appropriate immediate action to protect human 
health and the environment." 
29 CFR 1910.22(a)(2) - Floors in your workplace should be, "maintained in a clean and, so far as possible, a dry 
condition." 
29 CFR 1910.1450(e) - OSHA requires containment and cleanup materials for spills in laboratories to reduce 
occupational exposure 
to hazardous chemicals. 
29 CFR 1910.120(j)(1) - Under an OSHA requirement, "DOT-specified salvage drums or containers and suitable 
quantities of proper absorbents shall be kept available and used in areas where spills, leaks, or ruptures may occur." 
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